SHERWIN-WILLIAMS 


INDUSTRIAL 


MAINTENANCE 


PAINT AND COLOK 
GUIDE 


THE SHERWIN-WILLIAMS CO, 
6388 Delmar Blvd, 
St, Louis, Mo. - Phone: DElmar 8425 


Products of SHERWIN-WILLIAMS Industrial Research 


hem in their selection of the proper colors and 
the most satisfactory paint products for the main- 
tenance of plants and offices. The recommenda- 
tions contained herein are the result of years 
of study by Sherwin-Williams engineers ex- 
perienced in building maintenance . . . studies 
of the infinite variety of conditions which pre- 
vail in industrial plants of all kinds. 


The paint products suggested have been 
developed after careful testing by the Sherwin- 
Williams Research Laboratories and each pro- 
duct has been tried out under actual working 
conditions of greater-than-average severity. 
Every Sherwin- Williams paint product is back- 
ed by the knowledge, skill and experience of the 
world’s largest manufacturer of paints and var- 
nishes, with a record of satisfactorily meeting the 
requirements of industry through the many 
years of its existence. 


A FREE INDUSTRIAL MAINTENANCE 
AND COLOR SERVICE 


Sherwin-Williams offers you not only a com- 
plete line of highest quality paints for every 
industrial maintenance use but, also, a skilled 
technical and color service which assures the 
correct product and color combination for every 
purpose. 

Trained representatives with years of ex- 
perience in the highly specialized requirements 


tions, technical advice and expert cooperation 
in the actual painting work. Complete color 
suggestions will be offered gladly, without obli- 
gation. 


This Free Sherwin-Williams Maintenance and 
Color Service can save you time, trouble and 
money in painting . . . insure more complete 
satisfaction and longer-lasting paint jobs. Do 
not hesitate to ask for it! 


As the final step in adopting the color scheme 
for your plant, actual miniature models painted 
in Color Harmony materials enable you to visua- 
lize the interior of your plant or office when 
painted in a number of different color plans. 


EXTERIOR 
SPECIFICATIONS 


¥. Exterior Metal 


Structural Steel—Fire Escape—Water Tower 
and Tank Exterior — Metal Fence—Steel 
Sash—Steel Doors 


Kromik Primer 
Kem-Elastic Finish Coat 


Alternate: 
Kromik Primer 
Metalastic Finish Coat 


2. Tanks and Piping 


Viele Penis (Aluminum Finish) 


Silverbrite Aluminum No. 15 


3. Ornamental and Miscella- 
neous Iron . (Enamel Finish) 

Fire Equipment and Hydrants 

Kromik Primer 

Kem Lustral Enamel 


4, Metal Stacks 


Hi-Heat Smokestack Gray or 
Smokestack Black 


Apply to bare metal without primer 
(For stacks under 300° F. use Specifica- 
tion No. 2) 


. 


5. Galvanized Iron 


Corrugated Iron Roof and Siding—Gutters 
—Flashing—Ventilators 

Galvanized Iron Primer 

Kem-Elastic Finish Coat 


6. Exterior Woodwork 


Wood Siding—Wood Sash and Doors 
SWP Undercoater No. 450 
SWP Outside Paint 

Where sulphur fumes occur: 


2 Coats Gas & Fume-Resisting Outside 
Paint 


7. Exterior Masonry 


Brick and Concrete Walls—Concrete Stacks 
—cConcrete Bins 

2 Coats Brick & Stucco Paint 
For first coat reduce 50% with Brick & 
Stucco Mixing Sealer 
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12. Walls and Ceilings—Subject to 
Excessive Humidity (but no fumes) 
Ist Coat—Save-Lite Undercoater* 


2nd Coat—Ceiling: Kem Save-Lite Gloss White. 
Wall: Color Harmony Satin Finish or tint Kem 
Save Lite Gloss to match Selected Color Har- 
mony Color. 


Structural Steel and Metal Sash 
Same undercoater and finish coat as adjoining 
wall or ceiling, plus initia] coat Kromik Primer. 
Specification No. 1 may also be used. 


Structural Steel—Metal Sash 
(Fumes and Moisture). 


Ist Coat—Kem A&A Inhibitive Primer. 
2nd Coat—Kem A&A Resisting Enamel. 
3rd Coat—Kem A&A Resisting Enamel. 


INTERIOR 
SPECIFICATIONS 


ll, Factory Walls and Ceilings 
Ist Coat—Save-Lite Undercoater* — 
2nd Coat—Ceiling: Standard Save-Lite White 
(Flat or Eg-Shel). 
— Color Harmony Satin Finish — Selected 
Tr. 


8. Composition Roof 
Asphalt Roof Coating 


9, Traffic Marking 
Traffic Zone Paint 


10. Wall Bulletin (Outside Sign) 
Kem Bulletin Colors 


13, Laboratory Walls and Ceilings 
Fumes and Moisture 

Chemical Plants—Paper Mills, etc. 

Ist Coat—-Kem Fume & Moisture Resisting 
Undercoater*. 

2nd Coat — Ceiling: Kem Fume & Moisture Re- 
sisting Save-Lite White (Eg-Shel or Gloss). 

Wall: Same material as ceiling tinted to match 
selected Color Harmony standard. 


14. Dado 
lst Coat—Save-Lite Undercoater*. 


2nd Coat — Color Harmony Semi-Gloss 
Enamel. 


15. Factory Floors 


—Wood or Concrete. 
2 Coats Floor Enamel. 


16. Wood Floors—(Natural Finish) 
1 Coat (Floorseal) Penetrating Varnish. 


17. Miscellaneous Interior 
Metal 


Guard Rail— Metal Stairs— Piping — Radia- 
tors— Elevators— Partitions —Fire Appa- 
ratus—Lockers—Benches. 


1st Coat—Kromik Primer 


2nd Coat—Kem Lustral Enamel. , 
(On hot pipes and metal use Heat-Resist- 
ing Aluminum No. 55, without primer) 


18. Machinery and Equipment 

Production Machinery—Power Plant Equip- 
ment. 

1st Coat—Kromik Primer 

2nd Coat — Color Harmony Semi-Gloss 
Enamel. 


19. Office Walls and Ceilings 

Ist Coat—Save-Lite Undercoater* 

2nd Coat—Ceiling: Save-Lite Flat White 
Wall: Color Harmony Satin Finish. 


20. Office Trim 
1st Coat—Flat-Rite Undercoater* 


2nd Coat—-Color Harmony Satin Finish 
or Color Harmony Semi-Gloss Enamel 


21. Office Floor 
Concrete or Wood: 2 Coats Floor Enamel. 


Wood Floors (Varnish): Floor and Interior 
Varnish. ‘ 


22. Desks and Furniture 
Varnish Finish: Floor and Interior Varnish. 


Enamel Finish: Color Harmony Semi-Gloss 
Enamel. 


For complete specifications consult Sherwin- 
Williams representative. 


* Specification given is for repainting old 
work. If surface previously painted and in 
good condition, undercoater may often be 
omitted, On new wood add 1 pint of raw 
linseed oil per gallon of undercoater. On 
new brick, plaster and concrete, use Save 
Lite Primer & Sealer for first coat. If using 
color, tint first coat to approximate shade 
of finish coat for_best results. 


SHERWIN-WILLIAMS INDUSTRIAL MAINTENANCE 


& 

STANDARD SAVE-LITE—Gloss, Eg-Shel, Flat 
The standard white for general plant interior painting; 
Gloss for easy cleaning; Eg-Shel for diffused reflection of 
light; Flat for office ceilings where diffused reflection and 
a high degree of illumination are desired. 


FUME-RESISTING SAVE-LITE—Gloss, Semi-Gloss, Flat 

This particular Save-Lite possesses excellent resistance 
to chemical fumes; not recommended where high humidity 
and moisture are factors. 


SAVE-LITE PRIMER AND SEALER 


For use as a first coat on porous surfaces such as new 
brick, new concrete, new plaster, etc. 


SAVE-LITE UNDERCOATER 


For use as a first coat on repaint work especially when 
the finish is to be Gloss, Also to be used as a first coat on 
new wood. 


EXTERIOR 


METAL SURFACES 


KEM METAL PROTECTIVE PAINTS 


Galvanized Iron Primer 
E 61 A 6—(Industrial G & G) 


Kromik Primer—E 41 N 1 


Kem-Elastic Light Gray Kem-Elastic Brown—C 62 N 3 
Cé62A3 


SHerwin-Wituiams SAMERLYITE ware rinisues 


FOR INDUSTRIAL INTERIORS AND OFFICE BUILDINGS 
In the maintenance-by-paint of any industrial plant, office or commercial building, interior ceilings 
and walls present a very real opportunity for worthwhile accomplishment. Increased efficiency, better and 
more pleasant working conditions, and lessening of eye strain and fatigue are but a few of the results that 
can'be accomplished through the proper selection of the color and finish. In most cases, white paint 
should be used for ceilings because white paint reflects more light, and more light brings with it tangible 
improvement in work, increase in output, lowering of costs and heightening of worker morale. 


| 
Naturally, the whiter the paint, the greater its benefits. Which is a prime reason why Sherwin- 
Williams Save-Lite has become America’s standard white paint for industrial interior maintenance. 
Save-Lite reflects more light and stays white. . . longer! 


Save-Lite is available in several types to meet varying surface conditions found in industrial plants. 


FACTORY AND OFFICE INTERIOR 


FOR COMPLETE LINE OF COLOR COMBINATIONS ASK FOR ‘‘'COLOR HARMONY SUGGESTIONS FOR INDUSTRY"; 
BOOKLET *‘A'' FOR FACTORIES} BOOKLET ‘‘B’’ FOR OFFICES 


KEM LUSTRAL ENAMEL 


For Metal Pipes—Railings—Misc. lron—Exterior & Interior 


COLOR HARMONY SATIN FINISH 


For Walls and Trim 


Turquoise—C 60 G 1 Ferrite Yellow—556 Ivory —506 


Lemon Yellow—554 


Mist Blue——C 60 L 2 Light Blue—582 


Light Blue—C 60 L 3 


Warm Grayv——-C 60 AY Ndtand Craan— oO AN oO 


COLOR GUIDE 


KEM SAVE-LITE—Gloss, Eg-Shel 


A quick-drying synthetic enamel of the finest 
quality thus far developed by Sherwin-Williams 
Research Laboratories. Can be used as a one 
coat finish over previously painted surfaces. 
Gleaming beauty in an intensely white finish 
having great resistance to moisture, dirt and 
mold. Gloss for easy cleaning; Eg-Shel for 
greatest diffusion and reflection of light. 


KEM FUME and MOISTURE-RESISTING SAVE-LITE 
Gloss, Eg-Shel 


The Save-Lite to use where highest resistance 
to chemical fumes, moisture, and heat is re- 
quired. 


EXTERIOR 


WOOD AND MASONRY SURFACES 
LAAN ILLIA BNI RT IE 


SWP OUTSIDE PAINT 


Geneva Cream—478 Ivory —496 


i 
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Colonial Yellow—468 


Berkeley Yellow—459 


Also Black—C 62 B 4 


S-W METALASTIC FINISH COAT 
Is an oil type metal protective finish coat available 
in range of colors similar to above, to be used 
over Kromik Primer 


as Gicea--C 60 G3 Cascade Green—C 60 G 4 Light Green—564 Medium Brown—527 Westchester Gray—477 Verdas Green—417 


KEM ACID and ALKALI RESISTING 
PRIMER and ENAMELS 


Warm Tan—C 60 N 2 Buff—C 60H 1 Medium Green—570 Orange—544 Woodland Brown—493 Willow Green—461 


Ivory—C 60H 3 Also Yellow—C 60 Y 1 Tartar Red Light —533 Maroon—538 Royal Maroon—497 Ardmore Green—416 


ceo ae ee ae 


White—C 60 W 1 Black, White and Other Colors Available 
Kem A&A Lt, Gray—C 69 A 1 Kem A&A Dk, Gray—C 69 A2 COLOR HARMONY 
SEMI-GLOSS ENAMELS FLOOR ENAMEL 
Hi-HEAT PAINTS For Machines — Dado — Trim Exterior and Interior 
For Boiler Fronts—Breeching and Other Hot Surfaces. 
Hi-Heat Smokestack Gray and Black are intended for 
exterior metal Stacks, Stills and Process Vessels. Saniiten Elege 412 Galt Wad ate 
- “Ws : : Also M. B — Hill 
Hi-Heat Brilliant Light Gray is not recommended for #0 Manor Brown—Hillorest Green 
exterior exposure. 
SWP UNDERCOATER WHITE No. 450 
Medium Turquoise—F 83 G 8 Coral—F 83 N 4 Medium Gray—152 Graystone—G 80 A 17 To be used as a first coat on both unpainted and previously 


painted wood surfaces. 


GAS and FUME-RESISTING 
OUTSIDE PAINT 


ee Smokestack Bl boy 
saber alti Reg Medium Blue—F 83 L 1 Silver Gray—F 83 A 1 Tile Green—159 Tile Red—158 


SILVERBRITE ALUMINUM PAINT Also Light Gray—Dark Gray 


: é ‘ ; : : : Light Oak—D. eeicae he Mae 
Also available: Silverbrite Anti-Bleeding Aluminum Paint Ps ua hoe | ven ¥ Catt : 
No. 413 and Silverbrite Chemical eae en tha 
Resistant Aluminum No. 94. Silver Grey—C 6 67 A 17 Light Gray—C 43 A2 
Aa eae i . TRAFFIC ZONE PAINT 
is ’ Medium Green—F 83 G 3 Sage Green—F 83 G 6 Gane 


| Dark Gray—C 67 A 14 Ivy Green—C 67 G 12 
Also White=-C 67 W 9 


Hi- sur cre as Gray Hi-Heat wire bad Gray 


a Fe 


Aluminum No. 15 Hi-Heat Aluminum No. 55 
For exterior and interior For inside use only 
G66S4 G66S3 


Brown—F 83 N 1 Also Ivory—F 83 H 1 White—F 72 W 1 
White—F 83 W 1 eT Yellow—C 72 Y 1 
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Digitized by: 


INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 


www.apti.org 


BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 


https://archive.org/details/buildingtechnologyheritagelibrary 


From the collection of: 


NATIONAL 
BUILDING 
ARTS 
CENTER 


http://web.nationalbuildingarts.org 


